
LOCK SHOP   
UTILITY MECHANIC//SR. UTILITY MECHANIC  

Ref. Code: L-UM-16 
 

CLEANING GREASE INTERCEPTORS OR 
SEDIMENT TANKS; CLEANING AND 
FLUSHING ACID PITS  

    

      
Activity  Hazard Identification  Required Precautions  
      

 1.  Driving to and from work site.  1.  Motor vehicle accident; 
striking pedestrians, bicyclists, or 
individuals wearing rollerblades.  

 
1.  Wear prescription lenses, if 
required, and seatbelt. Verify that 
all equipment on vehicle is 
secured properly. Stay alert for 
pedestrians, bicyclists, and 
individuals wearing rollerblades.  
 
  

2.  Removing lid of grease interceptor.  2a. Dropping lid on hands.  2a. Lift lid out of the way, using 
two people to lift if necessary.  
  

  2b. Getting grease on hands.  2b. Wear rubber gloves.  
  

3.  Working in greasy or wet area.  3.  Slipping.  3.  Walk slowly and carefully tot 
maintain footing.  
  

4.  Using high-pressure hose or garden hose and gun 
to flush out acid pit.  

4a. Hose could break, shooting 
high-pressure water at worker.  

4a. Inspect hose before use and 
replace it if it looks worn.  

  

  4b. Tripping on hose.  4b. Keep hose out of work area.  
  

  4c. Severe injuries from acid 
splashing on skin or in eyes.  

4c. Wear rubber gloves and safety 
glasses. Stand back from pit when 
flushing it out.  
  

5.  Moving stones in acid pit using bar.  5.  Severe injuries from acid 
splashing on skin or in eyes.  

5.  Wear safety glasses. Stir 
carefully to avoid splashing.  
  

6.  Using trowel to pull out sediment from sediment 
tanks.  

6.  Splashing self with sediment; 
cuts from trowel.  

6.  Wear rubber gloves and safety 
glasses.  
  

7. Using hand tools.  7. Cuts, pinches, smashes, 
punctures, severing of fingers.  

7. Keep tools in good condition. 
Inspect tools before use. Wear 
safety glasses. Work away from 
yourself. Use normal caution 
required for all hand tools.  

    
8.  Lifting heavy weight.  8. Back strain; overexertion.  8.  Know your weight-lifting 

capacity and get help if needed. 
Lift with legs. Keep back straight. 
Use mechanical lifting 
equipment.  


