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INSTALLING AND 
REPAIRING WALLS 

  

   
Activity Hazard Identification Required Precautions 
   
1.  Driving to and from work site. 1.  Motor vehicle accident; 

striking pedestrians, bicyclists, or 
individuals using rollerblades. 

1.  Wear prescription lenses, if 
required, and seatbelt.  
Verify that all equipment on 
vehicle is secured properly.  
Stay alert for pedestrians, 
bicyclists, and individuals 
using rollerblades. 

 
2.  Using stepladder. 2.  Ladder collapsing; 

slipping/falling from ladder. 
2.  Inspect ladder before us. Use 

ladder of proper height. 
Make sure ladder is properly 
assembled and locked and 
standing on level ground. Do 
not exceed weight limit for 
ladder. Do not stand on top 
of ladder or on top rung. 
Have coworker hold ladder. 

 
3.  Lifting heavy weight. 3.  Back strain; overexertion. 3.  Know your weight-lifting 

capacity and get help if 
needed. Lift using leg 
muscles. Keep back straight. 

 
4.  Cutting in doors and/or 
windows using saws. 

4a. See tool chart for hazards 
associated with saws and other 
power tools. 
 

4a.  See tool chart for required 
precautions. 

 4b. Serious illness from exposure 
to asbestos. 

4b.  If unsure whether or not a 
work site contains asbestos, have 
safety department check area 
before beginning work. When 
working in areas that contain 
small amounts of asbestos, use 
hepavac; wear dust mask and 
safety glasses. When area 
contains large amounts of 
asbestos, the work will be 
contracted out. 
 

5.  Using drill and other power 
tools; using hand tools. 

5.  See tool chart for hazards. 5. See tool chart for 
precautions. 

 
6.  Working in area of high 
pedestrian traffic. 

6.  Pedestrians knocking over 
ladder, opening door into worker, 
or stepping on worker; dropping 
tools or other equipment onto 
pedestrians; other injuries to 
pedestrians.  
 

6.  Secure area with cones and 
tape before beginning work. 
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7.  Working with fiberglass 
insulation. 

7.  Irritation to eyes and skin from 
contact with fiberglass; irritation 
to lungs from inhaling fiberglass. 

7. Wear long-sleeve shirt or 
coveralls, gloves, dust mask, 
and safety glasses. Before 
beginning work, apply baby 
powder to skin to prevent 
fiberglass from getting into 
pores. 
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