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Activity  Hazard Identification  Required Precautions  
   
1. Driving to and from work site.  1. Motor vehicle accident; 

striking pedestrians, bicyclists, or 
individuals wearing rollerblades.  

1. Wear prescription lenses, if 
required, and seatbelt. Verify that 
all equipment on vehicle is 
secured properly. Stay alert for 
pedestrians, bicyclists, and 
individuals wearing rollerblades.  

2. Inspecting boilers.  2a. Slipping on oily or wet floor.  2a. Walk carefully and watch for 
slippery areas. Clean up any 
small accumulation of oil or 
water. If there is a large 
accumulation of water, call 
plumbers to address the problem. 
If there is a significant oil leak, 
call EPA-approved company for 
oil cleanup.  

 2b. Dark work area.  2b. If lights are burned out, use 
flashlight. Request that 
electricians replace lightbulbs.  

 2c. Inhalation of soot; soot in 
eyes.  

2c. If soot is being produced, turn 
off boiler if possible. Call crew 
to fix boiler.  

 2d. Working near moving parts.  2d. Do not work around moving 
parts until boiler if shut off, if 
possible. If it is not possible to 
shut off the boiler, put a 
barricade in front of the motor. 
Do not wear loose clothing or 
jewelry. Keep keys in pocket.  

 2e. Getting sprayed/burned by 
steam, hot oil, or hot water leaks.  

2e. Be aware of possible leaks 
and avoid those areas.  

3. Making necessary adjustments 
using hand tools.  

3. Cuts, pinches, smashes, 
punctures, severing of fingers.  

3. Keep tools in good condition. 
Inspect tools before use. Wear 
safety glasses. Work away from 
yourself. Use normal caution 
required for all hand tools.  

4. Cleaning oil strainers.   4. Being sprayed with hot oil.  4. Take pressure off strainer body 
before disassembling it.  
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5. Cleaning nozzles using 
solvents (Virginia 10).   

5a. Inhalation of solvents.  5a. Use solvents in well-
ventilated area. Use sparingly 
and reseal bottle. Dispose of rags 
properly.  

 5b. Skin irritation.  5b. Wear rubber gloves. Do not 
allow solvents to come into 
contact with skin. If solvent does 
get on skin, wash affected area 
thoroughly.  

 5c. Solvent in eyes.  5c. Wear safety glasses.  

 5d. Being sprayed with hot oil.  5d. Before beginning work, 
verify that boiler is completely 
off and that burner motor has 
stopped.  

6. Checking oil tank level.  6. Being struck by vehicular 
traffic.  

6. Stay alert for moving vehicles. 

7. Checking/repairing burner.  7a. Explosion.  7a. Before beginning work, 
check for accumulated oil. 
Remove any accumulation before 
proceeding with work. Check for 
leaking gun assembly and repair 
any leaks before proceeding with 
work.  

 7b. Electric shock/electrocution, 
especially with 10,000 V 
transformer.  

7b. Disconnect electrical service 
to boiler/burner when necessary 
before beginning work. Check 
circuit with meter to verify that 
equipment is off. Use good 
quality tools.  

 7c. Working near moving parts; 
cuts; severing of fingers.  

7c. Do not wear loose clothing, 
jewelry, or keys. Keep equipment 
off while burner is being 
disassembled.   

 7d. Soot in eyes; inhalation of 
soot; soot on skin.  

7d. Wear coveralls, eye 
protection, dust mask or 
respirator, and head covering.  

8. Checking/repairing boiler.  8a. Getting burned by steam or 
hot water.  

8a. Avoid relief valve discharge 
area.  

 8b. Backfire, causing soot, flame, 
gas, compressed oil, or 
mechanical fitting to shoot out.  

8b. Avoid barometric draft 
opening.  
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