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INTERIOR CAULKING AND 
PAINTING 

  

   
Activity Hazard Identification Required Precautions 
   
1.  Driving to and from work site. 1.  Motor vehicle accident; 

striking pedestrians, bicyclists, or 
individuals using rollerblades. 

1.  Wear prescription lenses, if 
required, and seatbelt.  
Verify that all equipment on 
vehicle is secured properly.  
Stay alert for pedestrians, 
bicyclists, and individuals 
using rollerblades. 

 
2.  Using stepladder. 2.  Ladder collapsing; 

slipping/falling from ladder. 
2.  Inspect ladder before us. Use 

ladder of proper height. 
Make sure ladder is properly 
assembled and locked and 
standing on level ground. Do 
not exceed weight limit for 
ladder. Do not stand on top 
of ladder or on top rung. 
Have coworker hold ladder. 

 
3.  Using interior scaffolding. 3.  Scaffolding collapsing; falling 

from scaffolding. 
3.  Verify that scaffolding is 

properly assembled and 
wheels locked. Use safety 
rails properly. Verify a safe 
means of climbing on/off 
scaffolding. 

 
4.  Working in area of pedestrian 
traffic. 

4.  Pedestrians knocking over 
ladder, opening door into painter, 
or stepping on painter; 
pedestrians exposed to fumes; 
dropping tools onto pedestrians; 
other injuries to pedestrians. 
 

4.  Secure area with cones and 
tape before beginning work. 

 

5.  Scraping off paint. 5a. Paint chips could scratch or 
otherwise injure eyes. 
 

5a.  Wear safety glasses. 

 5b. Cuts from scraper. 5b.  Keep tools in good condition. 
Inspect tools before use. Keep 
hands away from blade. Work 
away from yourself. Use caution. 
 

6.  Using paint or stain. 6.  Inhalation of fumes could 
cause illness. 

6. Work in a well-ventilated 
area. Use fans to help paint 
dry faster, as this will help to 
dissipate fumes. 

 
7.  Striking caulk. 7.  Severe cuts to fingers. 7. Do not strike using bare 

fingers; use a rag or the 
striker on the caulking tube. 

 

INTERIOR CAULKING & PAINTING 

a_prazniak
Typewritten Text
Ref. Code: R-P-3



PAINTER//SENIOR PAINTER 
(RCF) 

 
8.  Lifting heavy weight (ladders, 
paint cans, furniture). 

8.  Back strain; overexertion. 8. If heavy furniture must be 
removed from work area, call 
in movers for the job. Know 
your weight-lifting capacity 
and get help if needed. Lift 
using leg muscles. Keep back 
straight. Work as a team to 
lift heavy equipment. Use 
mechanical lifting 
equipment. 

 
9.  Disposal of oil-based paints. 9.  Hazardous chemicals. 9. Safety department will 

arrange for proper disposal. 
 

 

INTERIOR CAULKING & PAINTING 




